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Issued to:  WENZHOU AKADA FOREIGN TRADE CO., LTD 

EASTROOM 2001, BUILDING 5, DAZIRANJIAYUAN, 

TANGJIAQIAO ROAD    

WENZHOU, ZHEJIANG CHINA  

   

This is to certify that 

representative samples of 

 Fire-exit Hardware 

See Addendum Page 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  ANSI/UL 10C-Positive Pressure Fire Tests of Door 

Assemblies. 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://ul.com/aboutul/locations/
http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
Models/Product: 
 
Rim type: 
KD-F3200X (a), KD-F3200-1X (a), KD-F3300X (a), KD-F3360X (a) 
 
Surface-mounted, vertical rod type: 
KD-F3260X (a), KD-F3260-1X (a). 
 
(a)- where X may be "S" for stainless steel cover or "P" for galvanized steel cover. 
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